
UNITE® 200 PTZ Camera

+ Compatible with COLLABORATE® Pro

+ Compatible with many popular PC-based 
video applications in meeting rooms

Compatibility with multiple applicationsIP streaming – H.265
+ Supports H.264 and H.265 encoding, 

+ 1080p@60fps video stream 

+  RTSP streaming via unicast & multicast

+  Line-in interface to stream audio 

+  Compatible with ClearOne VIEW® Pro

Enterprise-class video 
+ Full HD video quality with 1080p@60fps

+ 12x optical zoom 

+ 73° wide-angle view 

+ Super-High SNR

+ Advanced 2D & 3D noise reduction

1080p60

UNITE 200, the most versatile, professional-grade 

PTZ camera in the industry, includes USB, HDMI, 

and IP connections making it ideal for multiple 

applications such as PC-based web conferencing, 

UC applications, videoconferencing, distance 

learning, lecture capture, telepresence, 

surveillance, remote management, IT control, and 

more. 

Multiple connections
+ Support for USB 3.0, USB 2.0, HDMI, and IP

+ Simultaneous video output to USB, HDMI, 
and for IP streaming

+ Flexible control via RS-232 or USB (UVC) or 
IP-based web management IP

USB
HDMI



Functional Specifications

UNITE PTZ Camera  DaTa SHEET <

>     CoMPoNENTS/CaMEra rEar

CaMEra

VIDEo SySTEM 1080p/60, 1080p/50, 1080i/60, 1080i/50, 1080p/30, 
1080p/25, 720p/60, 720p/50, 720p/30, 720p/25 

SENSor 1/2.7 inch, cMOS, EffEctivE PixEl: 2.07M

SCaNNINg MoDE PrOgrESSivE

LENS 12x, f3.5MM – 42.3MM, f1.8 – f2.8

MINIMaL ILLUMINaTIoN 0.05 lux @ (f1.8, Agc On)

SHUTTEr 1/30S – 1/10000S

WHITE BaLaNCE AutO, indOOr, OutdOOr, OnE PuSh, MAnuAl

BaCkLIgHT CoMPENSaTIoN SuPPOrtEd

DIgITaL NoISE rEDUCTIoN 2d & 3d digitAl nOiSE rEductiOn

VIDEo S/N ≥55dB

HorIZoNTaL 
aNgLE oF VIEW

72.5° – 6.9°

VErTICaL 
aNgLE oF VIEW

44.8° – 3.9°

HorIZoNTaL 
roTaTIoN raNgE

±170°

VErTICaL 
roTaTIoN raNgE

-30° – +90°

PaN SPEED raNgE 1.7° – 100°/S

TILT SPEED raNgE 1.7° – 69.9°/S

H & V FLIP SuPPOrtEd

IMagE FrEEZINg SuPPOrtEd

NUMBEr oF PrESETS 255

FLExIBLE INSTaLLaTIoN StAndArd MOunt, uPSidE-dOwn MOunt

USB FEaTUrES

oPEraTINg SySTEMS windOwS 7, windOwS 8, windOwS 8.1, 
windOwS 10, MAc OSx, linux

CoLor SySTEM Yuv 4:2:2

VIDEo ForMaTS USB3.0: 1080p/30,1080p/25,720p/30,720p/25

USB VIDEo CoMMUNICaTIoN uvc 1.0

UVC PTZ SuPPOrtEd

IP STrEaMINg FEaTUrES

VIDEo CoDINg STaNDarD h.265/h.264/MJPEg

VIDEo STrEaMS main Stream, SUB Stream

MaIN STrEaM rESoLUTIoN 1920 x 1080, 1280 x 720,1024 x 576

SUB STrEaM rESoLUTIoN 720 x 576, 720 x 480, 320 x 240

BIT raTE 128KBpS – 8192KBpS

BIT raTE TyPE VariaBle rate, Fixed rate

FraME raTE 50hz: 1 – 50 fPS, 60hz: 1 – 60 fPS

aUDIo STrEaM raTE 96K, 128K, 256K

SUPPorTED ProToCoLS tcP/iP, httP, rtSP, rtMP, dhcP, MulticASt

INPUT/oUTPUT INTErFaCE

HD oUTPUT 1 x hdMi: vEriSiOn 1.3

NETWork INTErFaCE 1 x rJ45: 10M/100M/1000M AdAPtivE EthErnEt 
POrt

aUDIo INPUTS 1-ch 3.5MM AudiO intErfAcE, linE in

USB 1 x USB3.0: type B Female jacK
1 x USB2.0: type a Female jacK (reSerVed 
intErfAcE)

CoMMUNICaTIoN 1 x rS-232 in: 8-Pin Min din, MAx diStAncE: 30M, 
PrOtOcOlS: viScA/PElcO-d/PElcO-P
1 x rS-232 Out: 8-Pin Min din, MAx diStAncE: 
30M, PrOtOcOlS: viScA nEtwOrK uSE OnlY
1 x rS485: ShArE with rS232 Out, MAx 
diStAncE: 1200M, PrOtOcOlS: viScA/PElcO-d/
PElcO-P

gENErIC SPECIFICaTIoNS

PoWEr jaCk JEitA tYPE (dc in 12v)

INPUT VoLTagE dc 12v

PoWEr CoNSUMPTIoN 12w (MAx)

oPEraTINg TEMPEraTUrE -10°c – 40°c

SToragE TEMPEraTUrE -40°c – 60°c

DIMENSIoNS 240MM x 144MM x 160MM

WEIgHT 1.65Kg (3.6lB)

ParT NUMBEr 910-2100-003

oPTIoNaL aCCESSorIES

910-2100-103 wAll MOunt 200 fOr unitE cAMErA

910-2100-203 cEiling MOunt 200 fOr unitE cAMErA

910-2100-002 USB 3.0 caBle

SaLES aND INqUIrIES

North america

tel: +1 801.975.7200

tollfree: +1 800.945.7730

techSales: +1 800.705.2103

fax: +1 801.303.5711

sales@clearone.com

Europe

tel: +1.800.945.7730

global@clearone.com
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Middle East

tel: +1.800.945.7730

global@clearone.com

other regions

tel: +1.800.945.7730

global@clearone.com

asia Pacific

tel: +1.800.945.7730

global@clearone.com


